Section III. CPERATION UNDER NORMAL CONDITIONS

11. GENERAL

This section contains the mechanical
steps necessary to operate the Articulated
Utility Carrier, XM571, under conditions of
moderate temperatures and humidity. For
operation under unusual conditions, refer to
paragraphs 34 through40.If any components
are shipped detached, theymustbeinstalled
prior to any further action. Coordinate
assembly and installation with organi-
zational maintenance personnel.

12. VEHICLE OPERATION

Vehicle operating steps, procedures,
notes and cautions are contained in
paragraphs 13 through 17 and figures 10
through 13.

13. STARTING THE ENGINE

Warning: Ensure that all engine hood

Note: Release starter button as soonas
engine starts.

{8) Release clutch pedal, push in choke
as engine warms. Check that engine oil
light goes out. Select rear tank on fuel
selector switch, Check that transmission
0il pressure warning light goes out when
clutch pedal is released and engine is at
operating speed.

14, PLACING THE VEHICLE IN MOTION -
PRIMARY STEERING

a. Place the vehicle in motion as follows
(figure 6):

(1) Place range shift lever in high or
low range.

Note: Place range shift lever in low
range for rough terrain or for ascending

covers are removed before starting engine.

a. Start the engine as follows:

(1) Turn on master switch and check
that POWER ON light illuminates.

(2) Press horn button and check that
horn sounds and ENGINE OVERHEAT light
illuminates.

Note: If the tactical situation does not
permit the sounding of the horn, move
the HORN CUTOUT switch to OFF. Only
the engine overheat light will illuminate
when the horn button is pressed.

(3) Depress clutch pedal.

(4) Place gear shift lever in neutral.

(5) If engine is cold pull out choke.

(6) Turn ignition switch on and check
that engine and transmission oil warning
lights illuminate. Check fuel in both tanks

and leave on front tank,

(7) Press starter button until engine
fires.

or descending grades.

(2) Ensure that winch-traction lever is
in traction.

Note: If it is difficult to move winch-
traction lever, release clutchmomentarily.

(3) Depress clutch pedal and place
gear shift lever in first gear.

Note: Ensureparking brakeis released.

(4) Depress accelerator pedal to
prevent stalling and simultaneously release
clutch pedal, Control speed withaccelerator
pedal.

Note: Full use should be made of entire
range of gear shifts. Do not wait until
engine rpm drops off before shifting down.

(5) Turn steering wheel left or rightas
necessary. Vehicle must be steered outofa
turn. Steering in reverse is the same as
forward steering.

Note: When steering wheel movement
stiffens, back off wheeltopreventdamage to
steering pump.
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