STEP 1. ENSURE THAT REAR UNIT 1S CHOCKED, REMO
DUST PLUG FROM FEMALE FUEL FITTING.
REMOVE HYDRAULIC MALE FITTING FROM
FEMALE FITTING, AND DUST COVER FROM
ARTICULATED JOINT FLANGE, STORE IN TOOL
BAG,

Note: Pressure must be relieved in rear unit by depressing
the male quick-release fitting. if trapped pressure
is oo great fo permit relief by this method, back
oF Union nut on one of the steering cylinders.
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STEP 4. SUPPORT ARTICULATED JOINT. BACK UP FRONT
UNIT UNTIL CONE IS WITHIN FLANGE,

“Note: Correct vertical misalignment by jerking front unit
backward with clutch and brake, or add weight to
high unit.

{Note: Primary steering can be used to assist mating.
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STEP 2. MANEVER FRONT UNIT TO LINE UP WITH REAR
UNIT, WITH REAR UNIT CONE JUST CLEAR OF
FLANGE.

STEP 3.  CONNECT ALL LINES BETWEEN UNITS.

PROTECTIVE BOOT

COUPLING ASSEMBL

STEP 5. WHEN FLANGES ARE WITHIN 1/8 INCH AROUND,
REMOVE COUPLING ASSEMBLY FROM FORWARD
HOUSING AND INSTALL ON FLANGES,
¥

STER 6. REMOVE CHOCK FROM REAR UNIT,

Caution: After driving a 1/4 mile or less, retighten

coupling bolt,
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FIGURE 13. COUPLING FRONT AND REAR UNITS
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