(3) Open heater fuel shut-off cock at
heater.

(4) Set the HI-LO switch on heater
control box to HI or LO according to heat
requirements.

(5) Hold control box heater switch in
START position until pilotlightilluminates,
then move to RUN.,

(6) Select CABIN or ENG HEAT as
required,

(7) To regulate amount of heat delivered
to cabin or engine, pull heater control
knob marked ON HEAT OFF toward OFF

position. Excess heat will be dumped
overboard.,
€. To shut down multi-fuel heater,

proceed as follows:

(1) Move control box heater switch to
OFF.

Note: Burning in the heater will stop
within a few seconds, but the blowers will
continue to run for 2 or 3 minutes to purge
and cool the heater. The purging period will

be longer on L.O setting.

Caution: Do not turn master switch off
until heater blower has stopped and pilot
light has gone out.

(2) Do not attempt to relight until pilot
light has gone out and blower has stopped.
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d. To operate rear heater, proceed as
in (1) to (5) above. Amount of heatdelivered
to rear unit is governed by a similar control
as in b.(7) above.

29, TROPIC ACCESSORIES

The tropic accessories consist of two
ventilating blowers, one for the rear unit
and one for the front. Both blowers are
mounted on the roof of the inclosures atthe
front centerline, and supply filtered
ventilating air to the inclosures.

30. FRONT LINE/FIELD AMBULANGE KIT

For the installation and operation of the
front line/field ambulance kit, see figure 18,

31. RADIO AND INTERPHONE
TRANSMITTER MOUNTING KIT

a. The installation of the trays and
antennas of the radio and interphone
transmitter mounting kit are shown in
figure 19,

32, M60 MACHINE GUN MOUNTING KIT
a. The installation and operation of the

M60 machine gun mounting kit are shown
in figure 20,

33. M29 MORTAR STOWAGE KIT

a. The installation of the M29 mortar
stowage kit is shown in figure 21.



