PREVENTIVE MAINTENANCE

DAILY CHECK

Item Procedure

AFTER OPERATION

15. SUSPENSION SYSTEM - Inspect suspension system components for leaks and

: damage. Check shock absorbers for damage. Shock absorbers should be
warmer than wheel hubs if they are operating correctly. Clean tracks and
suspension of all foreign matter, Check for brokentorsion bars. Visually
check track connection retainer plates, guide horns, drive sprockets,
roadwheels, adjusting idler wheels and track support wheels for damage.
Check track tension. Check all lubrication fittings for damage. Refer to
figure 25 for detailed information on maintenance of tracks.

16. EXTERNAL LIGHTS - Check lights (figure 9) for proper operation (if
tactical situation permits}).

Note: Correct and/or report all deficiencies noted during operation of the
vehicle. Recheck serviceability of all controls and instruments, i.e.
gages, personnel heater, speedometer, ventilating blowers, bilge pumps,
stowage equipment, etc.
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17. LUBRICATION - Refer to POMM-2320-240-12 (Lubrication Order) for
location of points to be lubricated and correct grades, Check road, track
support and adjusting idler wheels for correct oil level and, if low, fill
to half full, Grease steering cylinders (2 places) and jack mounting ring
(4 places), Grease shock absorber link bearings (2 places each)., Check
hydraulic reservoir and top up with correct grade.

FIGURE 24. AFTER-OPERATION SERVICES
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