Section IV. MATERIEL AND SPECIAL PURPOSE KITS USED INCONJUNC TION
WITH MAJOR ITEM

19. GENERAL

This section furnishes the crew with
pertinent information for the wuse or
operation of the fire extinguishers, the
bilge pumps, the slave receptacle, the
towing pintle, and the winch. Also included
are installation and operating procedures
for the special purpose kits: the inclosure
kit, general purpose, front and rear units,
with arctic and tropic accessories; the front
line/field ambulance kit, the radio and
interphone transmitter mounting kit; the

, M60 machine gun mounting kit; and the M29
mortar stowage kit,

20. FIRE EXTINGUISHERS

a. Operation - Portable Extinguisher.

(1) Lift release lever upwards and
remove fire extinguisher.

OPERATION - FIXED EXTINGUISHER

(1)  DRIVERS SEAT - PULL RELEASE HANDLE

(2) Pull safety pin out.

(3) Squeeze trigger while

nozzle at base of fire.

pointing

(4) After using fire extinguisher, notify
organizational maintenance personnel to
obtain replacement,

b. Operation - Fixed Extinguisher,

(1) Pull release handle on right side of
drivers seat or external handle on left side
of front unit body box.

Note: When handle is pulled, engine
ignition will be switched off. Re-set button
must be operated to enable engine to be
started (figure 14),

(2) After using fire extinguisher, notify
organizational maintenance personnel to
obtain replacement.

(2) FRONT UNIT BODY BOX - BREAK GLASS, PULL RELEASE HANDLE

FIRE EXTINGUISHER
RELEASE HANDLE
(DISCHARGE POSITION)

IGNITION RESET KNOB
(IGNITION OFF POSITION)

IGNITION RESET KNOB
(RESET POSITION)

Note: Engine ignition will be switched off when the fire
release handle is pulled. To reset, place ignition
reset knob in reset position.
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FIGURE 14. FIXED FIRE EXTINGUISHER OPERATION
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