TABLE I. TROUBLESHOOTING (Continued)

MALFUNCTION PROBABLE CAUSES CORRECTIVE ACTION
(symptoms) (tests) (remedies)
19. Excessive noise a. Low oil level in a. Check level and fill. Refer to
during winch winch gear case POMM-2320-240-12.
operation. or worm case.
b. Incorrect grade of b. Drainand refill. Refer to POMM-
oil used in winch. 2320-240-12.
c. Winch parts worn c. Notify organizational
or damaged. maintenance personnel.
PERSONNEL HEATER
20, Heater overheats a. Restriction in a. Open heater duct controls,.
and stops burning., ventilating air flow. Disconnect heater duct hoses
and clear restriction.
b. Defective fuel b. Notify direct support
control valve. maintenance personnel,
21 . Heater overheats a. Defective overheat a. Notify organizational
but continues to switch in con- maintenance personnel.
burn, junction with other
defects,
22. Heat output too low. a. Defective fuel a. Notify direct support
control valve, maintenance personnel,
b. Low fuel pressure. b. Notify direct support
maintenance personnel.
23, Blower will not a. Defective thermal a. Notify organizational
stop when heater switch. maintenance personnel.
is turned off.
Section V. TRACKS
| 53, GENERAL Note: Track and suspension systems,
" front and rear, left and right, are identical,
Adjustment of track tension is a main- except for shock absorber installation (on
tenance service performed by the operator front unit only).
and crew of the vehicle. Track adjustment
procedures for both the front unit and rear 54, TRACK INSPECTION
unit are identical. Tracktension and general
condition should be checked during the a. Inspect tracks in accordance with
regular preventive maintenance service. figure 25.
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