PREVENTIVE MAINTENANCE

DAILY CHECK

Item

Procedure

BEFORE OPERATION

CAUTION: CHECK COMPLETE VEHICLE FOR EVIDENCE OF TAMPERING,

SUSPENSION SYSTEM - Visually inspecttracks (figure 25). Check roadwheels,
adjusting idler wheels and track support wheels for oil level, tires for
damage and seals for leakage. Check shock absorbers and linkage for
security. Check all lubrication fittings for damage. Pry up on suspension
arms to detect broken torsion bars.,

HULL - Check pintle, lifting eyes, towing and tiedown fittings for security
and damage. Check winch for condition and leaks. Inspect planing board
and track shrouds for damage. Ensure that all access panels and drain
plugs are in place.

ON-EQUIPMENT MATERIEL AND STOWAGE BOXES - Determine if all
on-equipment materiel (OEM) is present, serviceable, clean and secure,
Check interior and exterior condition of all vehicle stowage provision.

ARTICULATED JOINT - Check that articulated joint coupling clamp is secure.
Check hydraulic, fuel and electrical interconnections for leaks and
security. Check that steering cylinders and hydraulic lines are free from
leaks. Check condition of protective boot and security of retaining clips.

POWER TRAIN

ENGINE COMPARTMENT - Check hydraulic, fuel and oil lines for leaks.
Check for loose wires and connections. Check security of air cleaner.
Check air cleaner restriction indicator and service filter element if red
signal reaches service level. Check engine control linkage for security.
Check engine crankcase and transmission oil levels .Check service brake
and hydraulic reservoirs fluid level. Inspect hydraulic pump, alternator
and cooling blower drive belts. Pay particular attentionto cooling blower
belts condition and tension.

Caution: Loss of cooling blower drive belt tension or belt failure will
quickly cause engine damage.

FIGURE 22. BEFORE-OPERATION SERVICES
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