21, BILGE PUMPS

a. Operation. Operation of the bilge
pumps is confined to turning on the master
switch and pump switches. Check pump
operation by observing the outlets if water
is present in the hull. If hull is dry, place
hand over outlet and check that air is being
forced out.

22, SLAVE RECEPTACLE
a, Operation. Unscrew slave receptacle
cover and swing to one side. Install slave

power cable.

Note: Master switch must remain off.

23. TOWING PINTLE

a. Operation. Pull pintle latch lever
out to open pintle. Release pintle latch
lever to close pintle.

24. WINCH
a. Operatioh.

(1) Disengage winch clutch by moving
winch engagement lever to the left. Reel
cable out from drum and attach cable to
object.

(2) Engage winchclutch by moving winch
engagement lever to the right.

Note: To fully engage winch clutch, it
may be necessary to rotate drum up to a
half turn while moving engagement lever to
the right.

(3) Place winch-traction lever in
WINCH position, and range shift lever in
high range.

(4) Start engine, select first gear with
gear shift lever andrelease clutch.Regulate
winch drum speed with accelerator pedal.
To stop winch, depress clutch and select
neutral with gear shift lever.

Note: To reel cable out under power,
proceed as in (3) and (4) but place gear
shift lever in reverse instead of first gear.

Caution: After use, ensure that winch
engagement lever is fully over to the
left and winch-traction lever is in traction
position.

b. Winding of Winch Cable After Use.

(1) Pay out cable from winch. Have
assistant keep tension on cable and guide
cable on drum as it is reeled in.

Note: Care must be taken that cable is
rolled on drum evenly and close together
or complete cable will not fit on drum,

(2) Continue to winch in cable until
cable end nears drum. Stow chain and hook
on bumper.

Caution: Reduce engine speed as cable
end approaches drum. Stop winch quickly
to prevent damage to winch or vehicle hull.
Ensure that winch engagement lever is fully
over to the left and winch-traction lever is
in traction position.

25, PLANING BOARD AND TRACK
SHROUDS

a. For the description and operation of
the planing board and shrouds, see figure 15,

26, PASSENGER SEATS

For the installation and stowage of
passenger seats, see figure 16.

27. INCLOSURE KIT, GENERAL PURPOSE
FRONT AND REAR UNITS

For the installation of the inclosure kit,
see figure 17,

28. ARCTIC ACCESSORIES

a. For the installation of the arctic
accessories, refer to POMM-2320-240-20.

b. To start the multi-fuel
proceed as follows:

heaters,

(1) Turn on master switch,

(2) If engine is not running, place heater
switch on instrument panel to ON,
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