(5) Where the instruction "tighten'
appears in the procedure, it means tighten
with a wrench, even if the item appears to
be secure.

(6) Such expressions as "adjust if
necessary'' or ''replace if necessary' are
not used in the specific procedures. It is

understood that whenever inspection reveals .

the need of adjustment, repairs,or replace-
ment, the necessary action will be taken.

c. Any special cleaning instructions
required for specific components or parts
are contained in the pertinent section.
General cleaning instructions are as follows:

(1) Use dry-cleaning solventor mineral
spirits paint thinner *to clean or wash
grease or oil from all metal parts, except
those exposed to powder fouling during
firing. This solventwill notreadily dissolve
the corrosive salts from powder and primer
compositions.

(2) A solution of one part grease-
cleaning compound to four parts of dry-
cleaning solvent or mineral spirits paint
thinner may be used for dissolving grease
and oil from engine castings, components,
and engine compartments. After cleaning,
use cold water to rinse off any solution
which remains on the item being cleaned.

(3) After the parts are cleaned, rinse
and dry thoroughly. Apply a light grade of
oil to all unprotected metal surfaces to
prevent rusting.

(4) When authorized to install new parts,
remove any preservative materials, suchas
rust-preventive compound, grease, etc.
Prepare parts as required (oil seals, etc.).
For those parts requiringlubrication, apply
the lubricant prescribed
Order, POMM-2320-240-12,

in Lubrication

d. General precautions in cleaning are
as follows:

(1) Dry-cleaning solvent or mineral

spirits paint thinner is flammable and should

not be used near an open flame. Fire
extinguishers should be provided nearby
when these materials are used. Use onlyin
well-ventilated places.

(2) These cleaners evaporate quickly
and have a drying effect on the skin. If used
continuously without gloves, cracks in the
skin and, in the case of some individuals, a
mild irritation or inflammation of the skin
may result.

(3) Avoid getting petroleum products,
such as dry-cleaning solvent, mineral
spirits paint thinner, engine fuels, or lubri-
cants, on rubber parts, as they will deterio-
rate rubber that is not resistant to petro-
leum.

(4) The use of diesel fuel oil, gasoline,

or benzene (benzol) for

prohibited.

cleaning is

e. To preventformation of mildew, shake
out and air the canvas covers (paulin covers)
for several hours at frequent intervals.
Have any loose grommets or rips in the
canvas repaired without delay. Failure to
make immediate repairs may allowaminor
defect to develop into major damage.
Mildewed canvas is best cleaned by
scrubbing with a dry brush. If water is
necessary to remove dirt, it must not be
used until all mildew has been removed.
If miidew is present, examine fabric care-

" fully for evidence of rotting or weakening

of fabric. If fabric shows indication of loss
of tensile strength, it is probably not worth
retreatment. If not damaged, notify organi-
zational maintenance personnel so that steps
can be taken to have the canvas retreated.
Oil and grease can be removed by scrubbing
with issue soap and warm water. Rinse well
with clear water and dry.

f. Identification plates and signs made of
' steel may rust very rapidly. When theyare

found to be in a rusty condition, they should
be thoroughly cleaned and coated with

" preservative oil.

g- When the materiel is not in use, the
proper covers must be used.
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