5. ABBREVIATIONS AND SYMBOLS

a. Abbreviations.

alloy-S
al-oxide
amp
assy
bl

br

cal
cd-pltd
comb
dble-hd
dia

fil

flex

ft

gal

gr

h

hd

hyd
hyd equip
in

JAN

1b

lg

lubr
maint
max
med
min
mm
mtl

od

opng

oz

psi

52

alloy steel
aluminum oxide
ampere(s)
assembly(ies)
black

btass

caliber
cadmium plated
combination
double head
diameter
filament(s)
flexible

foot (feet)
gallon(s)

grade

high

handle(d)
hydraulic
hydraulic equipment
inch(es)

Joint Army Navy
pound(s)

long
lubrication
maintenance
maximum
medium
minimum
millimeter(s)
metal

outside diameter
opening(s)
ounce(s)

pounds per square inch

pt

qt
qty
rd
rd-pt
ru

S
SAE

sgl
sgle-cut
sgle~fil
sgle-hd
sh
spear-hd
SQDR
stght
tapd
temp

tu

v

w

w/

w/e

w/o

wt

b. Symbols - Source

pint(s), point

quart(s)

quantity

round

round point

rubber

steel
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single

single cut

single filament

single head

sheet(s)

spear head

square drive

straight

tapered

temperature

tube

volt(s)

wide

with

with equipment

without

weight

Maintenance

Recoverability Code -

Basic Number Code.

3 Chemical Materiel

5 Engineers Materiel

8 Medical Materiel

9 Ordnance Materiel
10 Quartermaster Materiel
11 Signal Materiel

12 Adjutant Generals Office Materiel
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