CHAPTER 3

MAINTENANCE INSTRUCTIONS

Section I. REPAIR PARTS, TCCLS AND EQUIFMENT

41. REPAIR PARTS

Repair parts are supplied with, or issued
for, replacement of those parts thatbecome
worn, broken, or otherwise unserviceable,
providing replacement of these parts is
within the scope of operator maintenance
functions.

42. TOOLS AND EQUIPMENT

The basic issue tools and equipment
authorized for operational maintenance,
repair, and general use with the XM571
carrier are listed in Appendix II,.
which is the authority for requisitioning
replacements.

Section II. LUBRICATION INSTRUCTIONS

43, LUBRICATION

Refer to Lubrication Order, POMM-

2320-240-12.

Section III. PREVENTIVE MAINTENANCE SERVICES

44, GENERAL

The purpose of preventive-maintenance
services is to detectfirst signs of electrical
and mechanical failures of assemblies inthe
vehicle, and to insure that appropriate
corrective action is taken before expensive
and time-consuming repairs or replace-
ments are required. The system of pre-
ventive-maintenance services is based on
frequent inspections and services accom-
plished by the crew, company, battalion, or
regimental maintenance personnel under
active supervision by all commanders and
leaders. Refer to TM 38-750 for additional
information regarding preventive-main-
tenance services.

45, RESPONSIBILITY

The crew is responsible for the assigned
vehicle and for performing the operator
preventive-maintenance services. Squad,

section, and platoon leaders are charged
with supervisory responsibility for vehicles
pertaining to their commands. Unit and

organizational commanders are required to
ensure that vehicles issued or assigned to
their commands are correctly maintained
in a serviceable condition, and correctly
used.

46. CREW PARTICIPATION IN
ORGANIZATIONAL MAINTENANCE
SERVICES

The serni-annually/lOOO mile service is
performed by organizational maintenance
personnel, assisted by the crew,

47 . INTERVALS -

Two types of recorded preventive
maintenance are prescribed to ensure that
all assemblies and components are checked
periodically. The first type is a daily
service performed each day the vehicle is
operated. This type is referred to as
operator preventive maintenance. The
second type is the semiannually/1000
mile service which is performed by
organizational maintenance personnel,
assisted by the crew.
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