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CHAPTER 1

INTRODUCTION

Section I.
1. SCOPE

a. This preliminary operating mainte-
nance manual contains instructions for the
operation and maintenance of the Articulated
Utility Carrier, XM571.

b. Appendix I contains a list of current
references, technical manuals, forms and
other available publications.

c. Appendix II contains the basic issue
items which are required for stockage by
operational includes
accessories, attachments, component as-
semblies, and subassemblies with quantities
thereof, which constitute the major end item
of - equipment; and the maintenance
accessories, tools, supplies, and spare
assemblies and parts accompanying the
equipment, all of which constitute the major
end item for issue to users.

maintenance and

d. Notice of discrepancies, or recom-

mended changes, should beforwarded onDA

Form 2028 direct to Commanding General,
U.S. Army Tank-Automotive Center, ATTN:
SMOTA-MS, Warren, Michigan,48090.

2. MAINTENANCE ALLOCATION

The prescribed maintenance respon-

sibilities, as allocated in the Maintenance

Allccation Chart, Appendix II, POMM-2320-
240-20, are reflected in this manual. In all
cases where the nature of repair, modifica-

GENERAL

tion or adjustment is beyond thelscope or
facilities of the operator, crew or user,the
supporting unit will be notified so that
trained personnel with suitable tools and
equipment may be provided or other instruc-
tions issued.

3. FORMS, RECORDS AND REPORTS

a. Authorized Forms. The forms gener-
ally applicable to units operating this vehicle
are listed in Appendix I. For a listing of all
forms, refer to DA Pam 310-2. For
instructions on the use ofthese forms, refer

" to TM 38-750.

b. Field Report of Accidents.

(1) The reports of the Army safety
program are listed in AR 385-40. These
reports are required whenever accidents
involving injury to personnel or damage to
materiel occur. See TM 38-750.

(2) Whenever anaccident or malfunction
involving the use of ammunition occurs,
further firing of the lot which malfunctions
will be immediately discontinued and
reported in accordance with AR 700-1300-38.

c. Equipment Improvement Recommen-
dations. Deficiencies detected in the
equipment or materials should be reported
using the Equipment Improvement Recom-
mendation. section of DA Form 2407 in
accordance with TM 38-750.

Section II. DESCRIP TION AND DATA

4, DESCRIPTION

a. General. The Articulated Utility
Carrier, XM571, is a composite vehicle
which consists of afully tracked utility front

unit and an articulated fully tracked utility
rear unit. The tracks of both units are
powered. The vehicle is designedtoprovide
rapid transportation for cargo and/or
personnel over unimproved roads and trails,



